APPLIED ENVIRONMENTAL TECHNOLOGIES, INC.

Client:

2520 Temple Street, Los Angeiss

Sandra Shgikoff

Geologist:

Lare~ |, Sanders

Il Time Start/Fimsh:

07:15/09:10

Depth

In Feet Cepth

Water Leveis/Time,Dara:;

10.0°/07:45/4-3-01

i Construction Details: _2" PVC 5’ Blank, 20’ Screen (0.02" Slots}
H _—-——-—-d

Moisture

Content | - ppm*

MW-7

Dniling Company: _APEX |

Shest 1 of 1

Orilling Crew: _Gerry, Shannon. and Matnan

Drilling Method: Hollow Stem Auger |

Sampling Metheod: _CA Soli: Sooen

Surface Conditions: _Asphalt |

DESCRIPTION

o

Asphalt (~2" thick)

Hand auger to 5.0".

dry

[
SAND (SP), light brownish-gray, dry, fine and medium grained, moderately graded, mild to J
|

» moderate odor. [Sample collected with hand auger - no blow count.

5.0°

2,658

Soft {1/1/2), color change to light gray at 5.0°,

(07:40)

(s IR s P ST IR FOCT PO

——

10.0°

damp 1,257

CLAY {CL), olive-gray, very stitf (6/8/15), damp, moderate odor (native clay}.

(07:50)

<

cL

15.0"

damp/wet 92

CLAY (CL), olive-gray, very stiff to hard (B/8/20), damp to wet, some siity sandy clay |

(08:00)

layers ~1~ thick interbedded. |

20.0°

damp/wet 256

CLAY (CL), medium brown, very stiff to hard (11/17/25), damp to wet, some fine and

{08:10)

- medium grained sand layers interbedded, miid odor. |

w

B

25.0°

damp/wet 18.5

CLAY (CL). medium brown, hard (15/29/35), damp to wet (damp saoils, wet liners), some

{08:20)

siity clay.

Boring terrminatad at 25.0°.
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-

39

40

-

* - O¥M concentrations related to hexane.



